NMHA Renovate roofing/ceiling of tool room 


‘The CONTRACTOR to supply labor, tools , equipment, materials, and services for the 
replacement of roofing in tool room and renovate ceiling in accordance with the 
approved plans, specifications, and technical discussion. The work shall include, but 
shall not necessarily be limited to the following. 


A. Safety Requirements 
Secure necessary safety permits (Ht Work, Werking Permit, LOTOT 
AI equipment should pass APO inspection as safe to use figs- vy 


Pow away 


Install scaffolding as necessary to get full safety Stcess during the replacement of 
roofing and extension oLsoqiipssee © ae, 


C. Clearing Works —= 


1. Coordinate to end-useritool room in-charge for the implementation of the. gewwmys AYB- 
activities. á 


2. Remove any tools on the affected area to avoid propertyiatinne 66D « 262P 
3. Isolate the workplace from by passers by installing cardofit ¿3¢ $99 > 


4. Remove the hardened buildup material on top of the roofing and enclosed in a 
waste sack bags UPRO: 


5, Ensure en ceita Nght eres are ot edengere by Jaling clung pe mat 
replacement. 


D. Mechanical/Civil Works 
1. Remove the old roof sheets 6 2 ĉon | fol -a 
2. Extend the roof trusses ac fake wae sired height an 
and 11/202 12x14" anaE bars. Apfhhog widan 
= = Fri xign e 
3. Install new cpu ETTE ‘We ax ago 
4. Add additional suppoi and c-purlins as neceasaByF te fO © i 
5. Apply grinding to all joints as necessary Delors pay HEKIM SD 


pant tal eee ss 


} inet tmo 


low headroor a piegi Tee runnéy ceiling supports. 
“xna > z 
Coremmadfeg — Py. 
#20 Philips (diameter) inside tool room perimeter. 
Provide 2 pes control switches (one switch for every 6 lights). Use #14 AWG 


stranded wire enclosed in pve conduit. Strictly follow electsealgeggejisgiyg nEs 


the installation, 


1 Proper Housekeeping and Turn-over GELOTO % POA 


G. Remove ceiling wi 


Replace aypa: 


Cadi — HD 


